Residential Patio Covers & Carports

Detail
12A

Existing roof rafters or trusses

Extend vnderlayment from
new roof a minimum of 18"
onio existing roof

b Remove existing
fascia

Gralvanized metal joist/rafter hangers
Continuous 2x ledger

Secure ledger to wall with 4 1/2" x 3/8” min. lag bolis @

- 16" 0.C, Locate lag bolts to penetrate top plate or studs
Existing wall

Note: Remove brick veneer at top of wall before installing
confinuous 2x ledger

Lap underlayment a minimum of 18" under existing roofing felts

Solid 2x blocking
Roof tie downs required

oy

Existing roof

]- 2B Existing wall ——w=

-
Continuous 2x6 secured to existing roof with
fasteners at each rafter or truss

Job Address: City of Riverton

Permit Number: Building Department

Date: Sheet No. 121 11-25-03




Residential Patio Covers & Carports

Detail
14A

concrete slab

[Minimum 312"

Treated or decay
resistive post _\

Approved
Galvanized
column
‘base

"Isc?late from Sla‘t.)—\l- "l '

4" '_a.‘ . 3 j P " . N ™ a':
Anchor bolt 7" | 3 I
minimum penetration o
2 < "
D 30
8" Minimum Diameter __/ ' minimum
Concrete Caisson e l
12" Min
Infill between
Detail Bottom plate shall be treated / ) \
+ houe or Foundation redwood pOStS,’,Wlth 2x4's
14B 4 atl16"0.C.
Approved
Minimum 3 1/2" [solate f Slab | Galvanized
[concrete slab solate trom »ia \ L column base
Anchor bolt 7"/
minimum penetration LT
| S 30"
Check with the R minimum
building department L |
for swelling soils. AR L] S l
cassions may be r 2=+, |Footing
required
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